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Installing and Running AutoRIF


System Requirements


AutoRIF runs on your individual personal computer (PC) in the Windows environment.  Therefore, your PC initially must be configured with Windows 3.1 or a later version.  To install AutoRIF, your PC should be configured with the following minimum system requirements:


	Processor	IBM compatible PC with at least an 80386 processor.


	RAM	Four megabytes (MB) of random access memory (RAM).


	Disk Space	A hard disk drive with 20 MB of free space (40 to 100 MB is preferable).


	Floppy Disk	A 3.5 inch disk drive for installation.


	Windows	Microsoft™ Windows Version 3.1 (or higher).


	Monitor	A VGA monitor.


Windows Environment


You should be familiar with Windows processing and concepts prior to using AutoRIF.  You should have some training in working with Windows to take full advantage of the functions and capabilities of AutoRIF.  If needed, you should run the Windows Tutorial by selecting Help | Windows Tutorial from the Program Manager window.


For convenience, a list of Windows terms used in this manual is provided in Appendix C:  Windows Terminology.


Installing AutoRIF


AutoRIF comes with four installation disks size 3.5” high density.  These disks are labeled AutoRIF Install Disk #1 through AutoRIF Install Disk #4.  To ensure backup capability, please make copies of these disks before using them.  View the “readme” file on AutoRIF Install Disk #1 to read about any last minute changes or additions.


Follow these instructions to load AutoRIF onto your PC from AutoRIF Install Disk #1 and #2.


1.	Begin the installation process from within Windows. You do not need to prepare your hard drive (c:) with any special subdirectory before installing AutoRIF.  The installation process will handle this aspect.


2.	Insert the disk labeled AutoRIF Install Disk #1 into the a: drive.  For some users, the appropriate drive may be the b: drive.  (In the following instructions, reference will be made to the a: drive, implying the b: drive if applicable.)


 3.	Select File Manager. Select the a: drive from the top menu bar.  This will display the contents of AutoRIF Install Disk #1.  See Figure 2.


Figure � SEQ Figure \* ARABIC \r 2 �2�:  AutoRIF Installation From File Manager inst-fm
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4.	From the a: drive, double-click the file named install.exe.  This will begin the installation process for AutoRIF.


At the beginning of the installation process you will be shown a window with default settings for both the directory and drive where AutoRIF can be placed.  


Figure � SEQ Figure \* ARABIC �3�:  AutoRIF Install Default Directory and Drive install
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The default directory is shown as AutoRIF.


The default drive is shown as c:.


5.	To accept these default settings press the OK button.  To change either one of them by moving the cursor to the appropriate box and entering your choice, then pressing the OK button.  A message is then displayed indicating that the directory selected will be created.  See Figure 4.


Figure � SEQ Figure \* ARABIC �4�:  AutoRIF Directory Created install2
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The installation process will then continue and will display the files that are being copied from the installation disk to the specified drive and directory.


6.	When the installation process asks you to insert AutoRIF Install Disk #2 into the a: drive, remove the first disk and insert the second disk.  Press the OK button.   See Figure 5.  The installation process continues.


Figure � SEQ Figure \* ARABIC �5�:  AutoRIF Install Insert Disk #2 install3
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7.	When finished, a window displays with a message that the AutoRIF installation is complete.  Press the OK button.


A window is displayed entitled “AutoRIF” and includes the program icon for AutoRIF with its title below of “Ar”.  This is the AutoRIF program group under Windows Program Manager.


Figure � SEQ Figure \* ARABIC �6�:  AutoRIF Program Group argroup
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8.	When the install program is finished, check the config.sys file to see that the FILES parameter is properly set.  The FILES parameter must be set to 100 or higher (i.e., the line FILES=100 should be in the config.sys file).  If the parameter is set lower than 100, it must be changed before the program will run properly.  See your system administrator or the DOS guide to change the FILES parameter in your config.sys file.


At this point the installation of AutoRIF is complete.


Installation Disk #3		This disk contains the self-extracting zipped files for three utility programs that you can use with AutoRIF, but outside of the AutoRIF software.  In addition, the disk contains an ASCII text readme file for each utility.  The three utility programs are shown below with the files associated with them.


Utility Program�
Zipped File�
Readme File�
�
dBase Report Generator�
instdbr.exe�
readme.dbr�
�
RADS to AutoRIF Converter�
rdtoars.exe�
readme.rad�
�
RIF Runner to AutoRIF Conversion Utility�
rrtoars.exe�
readme.rr�
�



dBase Report Generator	This dBase report generator is used to produce simple reports from dBase IV compatible database files.  You can use this program to create reports from the AutoRIF database files.  Read the readme.dbr file on AutoRIF Installation Disk #3 for instructions to install and run this utility.


RADS to AutoRIF


Converter		This conversion program converts a previously run (or currently being run) RIF from RADS to AutoRIF.  The employee, vacancy, payrate, qualifications and abolish data will be converted.  Read the readme.rad file on AutoRIF Installation Disk #3 for instructions to install and run this utility.


RIF Runner to AutoRIF


Converter		This conversion utility converts a previously run (or currently being run) RIF from RIF Runner to AutoRIF.  The employee, vacancy, payrate, lines of progression, and abolish data will be converted.  The Qualification data is not converted, therefore, you will need to re-enter any qualification decisions.  Read the readme.rr file on AutoRIF Installation Disk #3 for instructions to install and run this utility.


Installation Disk #4		This disk contains the self-extracting zipped files of the AutoRIF User Manual in both Microsoft Word for Windows Version 2.0 and Version 6.0.  Read the readme.txt file on this same disk for instructions to unzip and print the user manual.


Running AutoRIF


To execute AutoRIF:


Double-click the AutoRIF program group under Windows Program Manager.


Double-click the AutoRIF � icon for AutoRIF.


Open a new RIF by selecting File | New RIF from the AutoRIF menu or pressing the New RIF � icon. 


Open an existing RIF by selecting File | Open RIF from the AutoRIF menu or pressing the Open RIF � icon.  See Chapter 3 for further discussion.


Close RIF


To close an active RIF in AutoRIF:


single-click the Close RIF � icon, or


select File | Close RIF from the AutoRIF menu.


When you close a RIF, all open AutoRIF windows for that RIF will be closed and all data files related to that RIF will be saved automatically.


Exit AutoRIF


To exit AutoRIF:


Select File | Exit from the AutoRIF menu.


As a shortcut, you may double-click the AutoRIF Control Menu button in the upper left hand corner of the window.
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